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Top Access Shower Trap

0.150

Boxed

⦁ Designed to suit modern 90mm shower trays.

⦁ Top access trap for easy maintenance.

⦁ Quick release inner unit.

⦁ Meets BS EN 274-1:2002.

⦁ Flow rate meets 24L/min minimum criteria.

⦁ 120mm diameter chrome plated cover.

⦁ 50mm Trap Depth.

⦁ Adjustable elbow included to allow for awkward space fitting.

⦁ To suit 40mm pipe manufactured to BS 5255, BS 5254 & BS EN 1455-1.

⦁ Compression ends allow for universal pipe to be fitted. (PVC, ABS, PP).

⦁ Not Solvent Compatible.

⦁ 80mm Height from underside of shower tray.

For further information about Fluidmaster products please go to:
https://www.fluidmaster.com/united-kingdom-products/

Part Number:

Product Description:

Approx. Weight (kg):

Packaging:

Product Type:

Product Details:

PP, Rubber

Shower Waste Fitting

BS EN 274-1:2002

Material(s):

Applied Standard(s):

Product Dimensions: See below
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Installation Notes:

See installation instructions for full detail

End Of Life Data:

Please recycle all components in accordance with local guidelines/facilities.

Product Warranty: 12 Months
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